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Initial Set Up - Pairing & MIDI Binding 

1 Turn pedal on – LED will flash rapidly. 

2 On your guitar, click            button to toggle to 
the MIDI Pedal screen 

 

 

 
3 Click        button to continue to the BLE-MIDI 

Pedal screen  

 

 
 

4 Click            button to select ON 

5 Click        button to move to the Scan & Pair 
screen 

 

 

 

6 Click            button to select SCAN 

7 Click             button to select PAIR 

 

 

 

 

*When the pedal and guitar are connected, 
“MIDI” will appear on the top of the screen* 

*LED on pedal should now be flashing slow* 

*You should now be on the MIDI Binding Screen* 
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8 Turn the knob to select the desired             16    Turn the knob to toggle to the next pedal  

pedal function                                                               function and repeat steps 9-15 for the remaining  

                              switches 

                                                                                                                              Standard MIDI Bindings Set Up Chart

                                      

9 Click           button to highlight DISABLED 

10  Turn the knob to select CHANNEL 1            

                                                                                                                

                                                                                                                   If you would like to personalize the bindings, swap      

                                                                                                                   the FUNCTION. CHANNEL should always be 1. 

11  Click           button to highlight TYPE                           Each NUMBER in the chart above is associated                             

12 Turn the knob to select CTRL CHGE                           with the SWITCH button that you are binding to.   

13  Click           button to highlight NUMBER                                               Additional FUNCTIONS                                     

14  Turn the knob to select the appropriate                           LOOP RECORD MET            LOOPER SET VOL           

 binding number *see chart*                                                  EFFECT SWITCH                   EFFECT CONTROL 

15  Click            button to bring you back to                             EFFECT SET VOL                   EFFECTS ON/OFF 

the top of the MIDI Binding section                                     LOOP REC MET BARS                     
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Automatic Pairing 

Once the pedal is successfully paired with the HyVibe system, you will not need to scan or pair it again. The 
pedal will connect automatically whenever the MIDI is activated. When you turn on the MIDI function, the 
system will look for the last paired device.  

 

HV2 Preamp Quick Guide 

Years of focused R&D have led to the new H2 Preamp from LAG and HyVibe. Engineered with new algorithms 
to enhance sound quality, control of onboard effects, layered looping, and so much more. The HV2 Preamp 
inspires players to explore new creative possibilities.   
                                                                        
 H2 Preamp shortcuts: 
 
 FX Menu 
 
 
 Looper Menu 
 
  
 Speaker Menu 
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HyVibe Footswitches Guide 
The Bluetooth footswitches HV FS-2 and HV FS-4 are designed to provide hands-free control over the main 
functions of LAG HyVibe guitars, including the looper and effects. This allows you to unleash your creativity 
and make the most of this groundbreaking technology. 

        
Press the           button to turn on the pedal. 
The blue LED will flash rapidly until pairing 
is complete. 
 

Press the           button for 3 seconds to turn  
 off the pedal 
                             
Tap Quick Guide 

Tap SWITCH 1 to start a new loop recording 

Long press SWITCH 1 to erase the last recorded loop            The HyVibe preamp displays 9 effect patch slots. 

Tap SWITCH 2 to play or stop all loops                                           For seamless transitions, you can customize your 

Tap SWITCH 3 to toggle to the previous effect                            effect configuration in the HyVibe app. 

Tap SWITCH 4 to toggle to the next effect                                      
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Footswitch LED Indications 

LED Indication State 
Solid red Fully charged 
Red flash once/second Charging 
Red flash every 3 seconds Battery is low 
3 red flashes when attempteing to power on Battery is too low to operate 
Rapid red flash Termperature too high/low 
Solid blue Pedal or power button pressed 
Blue flash twice/second Ready to connect 
Blue flash every 3 seconds Connected 
Rapid blue flash Connecting 

Power Consumption 

The HV FS-2 and HV FS-4 pedals use an idle timeout function to conserve power. After two hours of inactivity 
when powered on and connected, the pedal will power down automatically. The timer is reset when any 
button is pressed. 
 

Recharging the Battery & Battery Safety 

To charge the batter, plug the charging cable into any dedicated USB source. Charging from a laptop or 
computer is not recommended. You can also use a center negatice power supply that is 9V. A charge will 
last for about 200 hours. Each pedal includes several battery safety features to help maintain battery life and 
health. The battery will stop providing power if it is too low and stops charging when full. Charging is disabled 
when the unit is below 32°F or above 113°F. Charging resumes when the unit is back within operating range. 
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